
82

1 «MONOBLOC» SELF-SUCTION GEAR PUMPS FOR LUBRICANTS

33-83 l/min 230 VAC
DESCRIPTION  CODE

EA-30 (1.49 kW) 230/400 VAC TRIPHASE · 33 l/min · 1” 24130

- Maximum suction height: 3 m
- Flow: 33 l/min
- Motor: 1.49 kW 230/400 VAC Triphase · IP-55 protection
- Consumption: 5.3 / 3.1 A 
- 1,500 rpm
- Max. pressure: 11 bar (adjustable through the bypass valve) 
- Max. working temperature: 130 ºC
- Suction/delivery pump diameter: 1” GAS (BSP)

11
bar

EA-50 (1.49 kW) 230/400 VAC TRIPHASE · 50 l/min · 1 1/4” 24150

- Maximum suction height: 4 m
- Flow: 50 l/min
- Motor: 1.49 kW 230/400 VAC Triphase · IP-55 protection
- Consumption: 9.9 / 5.7 A   
- 1,500 rpm
- Max. pressure: 8 bar (adjustable through the bypass valve) 
- Max. working temperature: 180º C
- Suction/delivery pump diameter: 1 1/4” GAS (BSP)

8
bar

EA-80 (2.98 kW) 230/400 VAC TRIPHASE · 83 l/min · 1 1/4”

- Maximum suction height: 4 m
- Flow: 83 l/min
- Motor: 2.98 kW 230/400 VAC Triphase · IP-55 protection
- 1,500 rpm  
- Max. pressure: 10 bar
- Max. working temperature: 180 ºC
- Suction/delivery pump diameter: 1 1/4” GAS (BSP)

10
bar

«BEDPLATE» SELF-SUCTION GEAR PUMPS FOR LUBRICANTS

- Maximum suction height:: 3-4 m
- IP-55 protection
- Consumption: 31 A
- 1,500 rpm 
- Max. pressure: 5 bar (adjustable through the bypass valve) 
- Max. working temperature: 180 ºC

Ask for other fl ows.

BEA-100 230/400 VAC · 115 l/min · 1 1/4”

5
bar

BEA-150 400/660 VAC · 175 l/min · 1 1/2”

BEA-330 400/660 VAC · 330 l/min

BEA-1000 400/660 VAC · 1000 l/min 24200
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Because of the constant innovations and development, TOT COMERCIAL SA reserves the right to modify the specifi cations of its products and publicity, without prior notifi cation.


